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NOTES To accompany plans datfed

1. Welded type grating shall have 32 x 3 bearing bars at 30 mm centers with 6 mm
diameter (or equal) cross bars at 102 mm centers. If mechanical lock grating

is used, it shall be equal in strength to the welded type. Alternate hold-down
clips may be submitted forapproval.

2. Walkway grating and light fixture mounting channels to be continuous (no splices)
over as many walkway brackets as practical and consistent with fabrication, ease

Backside walkway,
project specific,
See Project Plans

Infemior Walkway connection

(See Note 4)
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SECTION A-A

EXTERIOR WALKWAY GRATING DETAILS

Shown at splice
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See "END PLATE—
CONNECTOR DETAIL" ¢ walkway
bracket
SECTION B-B

INTERIOR WALKWAY GRATING DETAILS

Shown at splice

IR,, of handling and assembly.
W130 x 24

WT 50 x 9.5 walkways.

3. Contractor may substitute 41 x 41 x 2.753 cont-slot steel channel with pre-punched
slots not larger than 10 mm x 77 mm. Slots shal|l be at bottom of channel
and shal |l be parallel to channel. Slots shall be spaced not closer than 100 mm
vertical L center to center.

4. Interior grating shall be installed only for projects requiring backside
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interior walkway
brackets. For exterior . € plate = € WT 50 x 9.5
DETAIL G walkway brackets, 14 mm Dia hole for
rve Al b drill 20 mm hole for 13 mm Dia bolt, nut,
19 mm HS bolt, nut, and lock washers
2 flat washers and
one lock washer. END PLATE CONNECTOR DETAIL
Snug tighten assemblies.
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13 mm HS bolt for interior MODEL 510
W130 x 24 ‘ walkway brackets. 19 mm
| HS bolt for exterior NO SCALE
‘ walkway brackets. ALL DIMENSIONS ARE IN
MILLIMETERS UNLESS OTHERWISE SHOWN
4§§4£IZEl. L(Af RSP S133 DATED JANUARY 24, 2005 SUPERSEDES STANDARD PLAN S133

DATED JULY 1, 2004-PAGE 407 OF THE STANDARD PLANS BOOK DATED JULY 2004.
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